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*Intelligent Video Analytics (Video Contents Analytics, VCA) off 
Specifications subject to change without prior notice 

Model 

Full HD 

Compact HD Cameras Pinhole Cameras Box Camera 

IPN302HD-5117 

IPN302HD-5117-F36 

IPN302HD-5117-F60 

IPN362HD-6211IR 
IPN3202HD-6111 

IPN3202HD-6111W 

IPN6802HD-6211 
IPN6802HD-6217 

IPN8102HD-6111T 
IPN8102HD-6111W 

 IPN8102HD-6111-F26 

IPN1202HD-6241 

Picture 

     
 

Image Sensor 1/2.7” 1080p CMOS 
SONY Exmor 

1/2.9” 1080p CMOS 
SONY Exmor 

1/2.9” 1080p CMOS 
SONY Exmor 

1/2.9” 1080p CMOS 
1/3” 1080p CMOS 

SONY Exmor 
1/2.9” 1080p CMOS 

Lens 
2.8mm, F2.0 (IPN302HD-5117) 

3.6mm, F2.0 (IPN302HD-5117-F36) 
6.0mm, F2.0 (IPN302HD-5117-F60) 

3.6mm, F2.0 
4mm, F2.0 (IPN3202HD-6111) 

2.97mm, F2.0 (IPN3202HD-6111W) 
4.3mm, F2.0 

3.7mm, F2.5 (IPN8102HD-6111T) 
2.8mm, F2.4 (IPN8102HD-6111W) 

2.6mmn, F2.8 (IPN8102HD-6111-F26) 
CS Mount  

Day & Night S/W Day & Night Removable IR-cut Filter S/W Day & Night Removable IR-cut Filter S/W Day & Night Removable IR-cut Filter 

Minimum 
Illumination 

1.0 Lux (Color) 
0.001 Lux (B/W, DSS 16x) 

0.5 Lux (Color) 
0 Lux (B/W, IR LED On) 

1.0 Lux (Color) 
0.001 Lux (B/W, DSS 16x) 

1.0 Lux (Color) 
0 Lux (B/W, IR LED On) 

1.4Lux(Color), 0.01Lux(DSS On) 
0.5 Lux (Color) 

0.001 Lux (B/W, DSS 16x) 

WDR √ √ √ √ √ √ 

Analog Video Out      √ 

Compression H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG 

Maximum 

Resolution 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

FPS* 30fps@1080p 30fps@1080p 30fps@1080p 30fps@1080p 30fps 30fps@1080p 

Intelligent  

Video Analytics 
√ √ √ √ √ √ 

Audio In/Out      1/1 

DI/DO   1/1 
1/1 (IPN6802HD-6211) 
N/A (IPN6802HD-6217) 

1/1 1/1 

microSD 

Card Slot 
√ √ √ √ √ √ (SD)  

Power Source PoE DC 12V, PoE DC 12V, PoE 
DC 12V, PoE (IPN6802HD-6211) 

PoE (IPN6802HD-6217) 
DC 12V, PoE DC 12V, PoE 

Fan / Heater       

IP Protection 
Rating 

 IP66  IP66   

IK Rating IK09 IK10     

Indoor / Outdoor Indoor Only Both Indoor Only Both Indoor Only 
Both 

(Optional Outdoor Housing) 

ONVIF™ √ √ √ √ √ √ 

Availability √ √ √ √ √ √ 
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*Intelligent Video Analytics (Video Contents Analytics, VCA) off 
Specifications subject to change without prior notice 

Model 

Full HD 

Compact Box Camera IR Bullet Cameras Dome Cameras IR Dome Cameras 

IPN1402HD-6117 IPN6602HD-5311 IPN6702HD-6311Z IPN3102HD-5311 IPN3512HD-6311 IPN3402HD-6211IR IPN3402HD-6311IR 

Picture 
 

      

Image Sensor 
SONY Exmor 

1/2.9” 1080p CMOS 
1/2.7” 1080p CMOS 

SONY Exmor 
1/2.9" 1080p CMOS 

1/2.7" 1080p CMOS 
SONY Exmor 

1/2.9" 1080p CMOS 
SONY Exmor 

1/2.9" 1080p CMOS 
SONY Exmor 

1/2.9" 1080p CMOS 

Lens CS Mount 
3.0~9.0mm 

F1.2~F2.1, Remote Zoom/Focus 
(One Click AF) 

2.8~12.0mm 
F1.4~F2.6, Remote Zoom/Focus 

(One Click AF) 

3.0~9.0mm 
F1.2~F2.1, Remote Zoom/Focus 

 (One Click AF) 

2.8~12.0mm 
F1.4~F2.6, Remote Zoom/Focus 

 (One Click AF) 
4.3mm, F2.0 

3.0mm~9.0mm 
F1.2~F2.3, Remote Zoom/Focus 

(One Click AF) 

Day & Night S/W Day & Night Removable IR-Cut Filter Removable IR-Cut Filter Removable IR-Cut Filter Removable IR-Cut Filter Removable IR-Cut Filter Removable IR-Cut Filter 

Minimum 
Illumination 

0.5 Lux (Color) 
0.001 Lux (B/W, DSS 16x) 

0.5 Lux (Color) 
0 Lux (B/W, IR LED On) 

0.5 Lux (Color, 50IRE)  

0.2 Lux (Color, 30IRE, Sens-up) 
0 Lux (B/W, IR LED On) 

0.5 Lux (Color) 
0.001 Lux (B/W, DSS On) 

0.5 Lux (Color) 
0.001 Lux (B/W, DSS On) 

1.0 Lux (Color) 
0 Lux (B/W, IR LED On) 

0.5 Lux (Color) 

0 Lux (B/W, IR LED On) 

WDR √ √ √ √ √ √ √ 

Analog Video Out  √ √ √  √ √ 

Compression H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG 

Maximum 

Resolution 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

FPS* 30fps@1080p 30fps@1080p 30fps@1080p 30fps@1080p 30fps@1080p 30fps@1080p 30fps@1080p 

Intelligent  

Video Analytics 
√ √ √ √ √ √ √ 

Audio In/Out  1/1  1/1    

DI/DO  1/1 1/1 1/1 1/1   

microSD 

Card Slot 
√ √ √ √ √ √ √ 

Power Source PoE DC 12V, PoE DC 12V, PoE DC 12V, PoE DC 12V, PoE DC 12V, PoE DC 12V, PoE 

Fan / Heater  Heater   Heater   

IP Protection 
Rating 

 IP66 IP66  IP66   

IK Rating     IK10   

Indoor / Outdoor Indoor Only Both Both Indoor Only Both Indoor Only Indoor Only 

ONVIF™ √ √ √ √ √ √ √ 

Availability √ √ √  √ √ √ √ 
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*Intelligent Video Analytics (Video Contents Analytics, VCA) off 
Specifications subject to change without prior notice 

Model 

Full HD 

IR Dome Camera 360 Degree Cameras 
Repositionable 

Dome Cameras 
PTZ Cameras Mini PTZ Camera 

IPN3512HD-6311IR IPN2103HD-6511 IPN2103HD-6511U IPN2130HD-6611 
IPX3702HD-5314 

IPX3702HD-5314-NH 
IPX4602HD-6416A-30 IPX5502HD-6415-05 

Picture 

     
 

 

Image Sensor 
SONY Exmor 

1/2.9" 1080p CMOS 
1/2.5” 5Megapixel CMOS 1/2.5” 5Megapixel CMOS 1/2.5” 5Megapixel CMOS 1/2.7" 1080p CMOS 

SONY Exmor  

1/2.9” 1080p CMOS 
1/3” 1080p CMOS 

Lens 

2.8~12.0mm 
F1.4~F2.6, Remote 

Zoom/Focus 
 (One Click AF) 

1.2mm, F2.0 
(ImmerVision Enables Lens) 

1.2mm, F2.0 
1.12mm, F2.0 

(ImmerVision Enables Lens) 

3.0~9.0mm 
F1.2~F2.1, Remote Zoom/Focus 

(One Click AF) 

30x Optical 
4.3mm~129.0mm 

F1.6~F4.7 

5X Optical 
3.8mm~19.2mm 

F3.5~F3.7 

Day & Night Removable IR-Cut Filter S/W Day & Night S/W Day & Night S/W Day & Night Removable IR-Cut Filter Removable IR-Cut Filter S/W Day & Night 

Minimum 
Illumination 

0.5 Lux (Color) 

0 Lux (B/W, IR LED On) 

1.0 Lux (Color) 
0.001 Lux (B/W, DSS On) 

1.0 Lux (Color) 
0.001 Lux (B/W, DSS On) 

1.0 Lux (Color) 

0.001 Lux (B/W, DSS On) 

0.5 Lux (Color) 
0.001 Lux (B/W, DSS 16x) 

1.4 Lux (Color, 50 IRE)  

0.35 Lux (Color, Sens-up) 
0.05 Lux (B/W, 50 IRE)  

0.013 Lux (B/W, Sens-up) 

0.1Lux(Color, 30 IRE)  

0.01Lux(Color, 30IRE, Sens-up) 

0.1Lux(B/W, 30IRE)  

0.01Lux(B/W, 30IRE, Sens-up) 

WDR √ √ √ √ √ True WDR True WDR 

Analog Video Out  √ √ √ √   

Compression H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG 

Maximum 

Resolution 

1080p 
(1920x1080) 

2048x1536 [4:3 mode] 
1920x1080 [16:9 mode] 

2048x1536 [4:3 mode] 
1920x1080 [16:9 mode] 

2048x1536 [4:3 mode] 
1920x1080 [16:9 mode] 

1080p (1920x1080) 1080p (1920x1080) 1080p (1920x1080) 

FPS* 30fps@1080p 
14fps [4:3 mode] 
30fps [16:9 mode] 

14fps [4:3 mode] 
30fps [16:9 mode] 

14fps [4:3 mode] 
30fps [16:9 mode] 

30fps@1080p 30fps@1080p 30fps@1080p 

Intelligent  

Video Analytics 
√ √ √ √ √ √ √ 

Audio In/Out  1/1 1/1 1/1 1/1 1/1 1/1 

DI / DO 1/1 1/1 1/1 1/1 1/1 4/2 1/1 

microSD 

Card Slot 
√ √ √ √ √ √ √ 

Power Source DC 12V, PoE DC 12V, PoE DC 12V, PoE DC 12V, PoE DC 12V, AC 24V, PoE AC 24V, PoE+ DC12V, PoE+ 

Fan / Heater Heater    Fan / Heater Fan / Heater Fan 

IP Protection 
Rating 

IP66    IP66 IP66 IP66 

IK Rating IK10    IK10 IK10 IK10 

Indoor / Outdoor Both Indoor Only Indoor Only Indoor Only Both Both Both 

ONVIF™ √ ḏ √ √ √ √ √ 

Availability √ ḏ √ √ √ √ √ 
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*Intelligent Video Analytics (Video Contents Analytics, VCA) off 
Specifications subject to change without prior notice 

Model 

SV Range Full HD 

SV Range Dome Camera SV Range IR Dome Camera SV Range IR Bullet Cameras SV Range PTZ Camera 

IPN3502SV-7311 IPN3502SV-7311IR IPN6702SV-7311-H IPN6702SV-7311-V722-H IPX4602SV-7416A-30 

Picture 

    

 

Image Sensor 
SONY STARVIS Exmor 

1/2.9" 1080p CMOS 
SONY STARVIS Exmor 

1/2.9" 1080p CMOS 

SONY STARVIS Exmor 

1/2.9” 1080p CMOS 

SONY STARVIS Exmor 
1/2.9” 1080p CMOS 

SONY STARVIS Exmor 
1/2.9” 1080p CMOS 

Lens 
2.8~12.0mm 

F1.4~F2.6, Remote Zoom/Focus 
 (One Click AF) 

2.8~12.0mm 
F1.4~F2.6, Remote Zoom/Focus 

 (One Click AF) 

2.8~12.0mm 
F1.4~F2.6, Remote Zoom/Focus 

(One Click AF) 

7.0~22.0mm 
F1.4~F2.8, Remote Zoom/Focus 

(One Click AF) 

30x Optical 

4.3mm~129.0mm 
F1.6~F4.7 

Day & Night Removable IR-Cut Filter Removable IR-Cut Filter Removable IR-Cut Filter Removable IR-Cut Filter Removable IR-Cut Filter 

Minimum 
Illumination 

0.2 Lux (Color) 
0.006 (B/W, DSS On) 

0.2 Lux (Color) 
0 Lux (B/W, IR LED On) 

0.2 Lux (Color) 

0 Lux (IR LED On) 

0.2 Lux (Color)  
0 Lux (IR LED On) 

0.1 Lux (Color, 50 IRE)  

0.01 Lux (Color, 50IRE, Sens-up) 
0.006 Lux (B/W, 50 IRE)  

0.0015 Lux (B/W, 50IRE, Sens-up) 

WDR True WDR True WDR True WDR True WDR True WDR 

Analog Video Out   √ √  

Compression H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG H.264, MJPEG 

Maximum 
Resolution 

1080p 
(1920x1080) 

1080p 
(1920x1080) 

1080p 

(1920x1080) 

1080p 

(1920x1080) 

1080p 

(1920x1080) 

FPS* 30fps@1080p 30fps@1080p 30fps@1080p 30fps@1080p 30fps@1080p 

Intelligent  

Video Analytics 
√ √ √ √ √ 

Audio In/Out 1/1 1/1 1/1 1/1 1/1 

DI / DO 1/1 1/1 1/1 1/1 4/2 

microSD 

Card Slot 
√ √ √ √ √ 

Power Source DC 12V, PoE DC 12V, PoE DC 12V, PoE+ DC 12V, PoE+ AC 24V, PoE+ 

Fan / Heater Heater Heater Heater Heater Fan / Heater 

IP Protection 
Rating 

IP66 IP66 IP66 IP66 IP66 

IK Rating IK10 IK10   IK10 

Indoor / Outdoor Both Both Both Both Both 

ONVIF™ √ √ √ √ √ 

Availability May, 2017 √ √ May, 2017 √ 
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Specifications subject to change without prior notice 

Model 

Ultra HD 

Compact IR Dome Camera IR Fisheye Camera IR Dome Camera IR Bullet Camera Panoramic Camera 

IPL355HD-7311IR IPL225HD-7511IR IPL35H05-7311IR IPL65H05-7311IR IPL95H32-6211 

Picture 

     

Image Sensor SONY STARVIS 1/1.8" 5M CMOS  SONY STARVIS 1/1.8" 5M CMOS SONY STARVIS 1/1.8" 5M CMOS SONY STARVIS 1/1.8" 5M CMOS 1/3" CMOS x 3ea 

Lens 
3.6mm ~ 10mm  

Remote Zoom/Focus 
1.2mm 

3.6mm ~ 10mm  
Remote Zoom/Focus 

3.6mm ~ 10mm  
Remote Zoom/Focus 

4.3mm, Fixed Focal x 3ea 

Day & Night Removable IR-Cut Filter Removable IR-Cut Filter Removable IR-Cut Filter Removable IR-Cut Filter Removable IR-Cut Filter 

Minimum 
Illumination 

0.05 Lux (Color) 

0 Lux (B/W, IR LED On) 

0.05 Lux (Color) 
0 Lux (B/W, IR LED On) 

0.05 Lux (Color) 
0 Lux (B/W, IR LED On) 

0.05 Lux (Color) 
0 Lux (B/W, IR LED On) 

0.5 Lux (Color) 

0.01 Lux (B/W) 

WDR √ √ √ √ √ 

Analog Video Out      

Compression H.265, H.264, MJPEG H.265, H.264, MJPEG H.265, H.264, MJPEG H.265, H.264, MJPEG H.265, H.264, MJPEG  

Maximum 

Resolution 
2592 x 1944 2592 x 1944 2592 x 1944 2592 x 1944 1920 x 1080 per sensor 

FPS 30fps@2592x1944 30fps@2592x1944 30fps@2592x1944 30fps@2592x1944 Total 30fps (4 streams) 

Intelligent  

Video Analytics 
     

Audio In/Out 1/1 1/1 1/1 1/1 1/1 

DI / DO 1/1 1/1 1/2 1/2 1/1 

microSD 

Card Slot 
√ √ √ √ √ 

Power Source DC 12V, PoE DC 12V, PoE DC 12V, PoE DC 12V, PoE DC 12V, PoE 

Fan / Heater   Heater Heater  

IP Protection Rating IP66  IP66 IP66 IP66 

IK Rating IK10  IK10   

Indoor / Outdoor Both Indoor Only Both Both Both 

ONVIF™ √ √ √ √ √ 

Availability √ ḏ May, 2017 May, 2017 May, 2017 
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Specifications subject to change without prior notice 

Model 

Thermal Cameras 

ITS650LD-A20 
ITS650LD-A36 

ITC6500 

Picture 
 

 

Image Sensor 
12  Uncooled  

Vanadium Oxide Microbolometer 

17  Uncooled 

Vanadium Oxide Microbolometer 

Lens 
20° FOV (ITS650LD-A20) 
36° FOV (ITS650LD-A36) 

6°, 9°, 16°, 24°, 42°, 60° (ITC6500QD) 
12°, 18°, 25°, 37°, 50° (ITC6500VD) 

Spectral Response 7.8~14  8~14  

Minimum 
Illumination 

Less than 100mK Less than 50mK 

WDR   

Analog Video Out  √ 

Compression H.264, MJPEG H.264, MJPEG 

Maximum 
Resolution 

206 x 156 (Scalable to XGA) 
320 x 240 (ITC6500QD) 
640 x 480 (ITC6500VD) 

FPS Max. 9 Hz 9 Hz or 30 Hz 

Intelligent  

Video Analytics 
√ √ 

Audio In/Out 1/1 1/1 

DI / DO 1/2 1/2 

microSD  
microSDHC card embedded 

(Optional) 
microSDHC card embedded 

(Optional) 

Power Source DC 12V, PoE DC 12V, AC24V, PoE 

Fan / Heater Heater Heater 

IP Protection Rating IP66 IP66 

IK Rating   

Indoor / Outdoor Both Both 

ONVIF™ √ √ 

Availability √ √ 

Model 
People Tracker 

 

IPT1000MR IPT2500MR  

 Picture 

 

 

 

Illuminator Laser Diode – Class 1 Laser VCSEL – Class 1 Laser 

 

 

Image Type Monochrome (Infra-red) 
 

Detection Range 2 - 7m (10FPS) 0.5m to 6m (10FPS) 
 

Effective Pixels 320 x 240 
 

 

FOV 60°(H) x 47°(V) 92°(H) x 67°(V) 
 

FPS 10FPS 
 

Intelligent  

Video Analytics 
√ 

 

microSD 
Card Slot microSDHC card embedded √ 

 

Power Source DC12V, PoE DC12V, PoE+ 
 

Laser Safety 
Standard 

Class 1 Laser 
 

 

Indoor / Outdoor 

Indoor 
(Indoor with artificial lighting, not with 

direct sunlight) 
Outdoor (Robust to sunlight) 

 

ONVIF™ √ √ 
 

Availability √ May, 2017 
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*Intelligent Video Analytics (Video Contents Analytics, VCA) off 
Specifications subject to change without prior notice 

Model 

Network Video Encoders (Stand-alone) 

NVC1000 NVC4000 NVN1100 NVN4100 

Picture 

  
  

Video Input 1ch 4ch 1ch 4ch 

Compression H.264, MPEG-4, MJPEG H.264, MPEG-4, MJPEG H.264, MJPEG H.264, MJPEG 

FPS 25/30fps* 100/120fps(4ch)* 25/30fps 100/120fps(4ch) 

Maximum Resolution 
D1 

(720x576/720x480) 
D1 

(720x576/720x480) 
D1 

(720x576/720x480) 
D1 

(720x576/720x480) 

Intelligent  

Video Analytics 
√ √ Optional Optional 

Audio In/Out 1/1 4/4 1/1 4/1 

DI / DO 2/2 4/4 2/2 4/4 

USB 2.0 √ √   

microSD Card Slot √ (SD)  √ √ 

Power Source DC 12V, PoE DC 12V DC 12V, PoE DC 12V 

ONVIF™   √ √ 

Availability √ √ √ √ 
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*Intelligent Video Analytics (Video Contents Analytics, VCA) off 
** Please check the availability with your sales representative. 
Specifications subject to change without prior notice 

 

Model 

Network Video Encoders (Blade) 
 

Model 

Rack Solutions 
 

Model 

All-in-one Standalone Analytics Appliances 

NVC4000- 

R12/R40 

NVN4100- 

R12/R40 

 
NVE12K NVE40K 

 
VBP2000 / VBP3500 

Picture 

  

 

Picture 
 

 

 

Picture 
 

Video Input 4ch 4ch 
 

Number of Slots 3 10 
 

Browser IE**, Safari**, Chrome, Firefox** (latest versions) 

Compression 

H.264 
MPEG-4 
MJPEG 

H.264 
MJPEG 

 

Supported Blades 
NVC4000 - R12 
NVN4100 - R12 

NVC4000 - R40 
NVN4100 - R40 

 

Clients PC, iPad**, iPhone**, Android 

FPS 100/120fps(4ch)* 100/120fps(4ch) 

 
Maximum Number  
of Channels 

12 40 

 

No. of Channels 

VBP2000: 1 channel@1080p30 / 4 channels@D1 30fps 

VBP3500: 4 channels@1080p30 / 8 channels@720p30 / 

16 channels@D1 30fps 

Maximum  

Resolution 

D1 
(720x576/720x480) 

D1 
(720x576/720x480) 

 

Rack Size 1U 4U 

 

Video Format 
H.261, H.262/MPEG-2 Part 2, H.263, H.264/MPEG-4 AVC, 
HEVC, MJPEG, MJPEG-1, MPEG-4 Part 2,  VP8, VP9, 

Theora, VC-1, WMV7, WMV8, WMV9 

Intelligent  

Video Analytics 
√ Optional 

 
Rack Width 19" 19" 

 
Video Input Method RTSP, ONVIF, supported VMS/NVR**/PSIM** platforms 

Audio In / Out 4/1 4/1 
 Built-in  

Power Supply 
√ √ 

 
Output Data Format 

Events (TCP, HTTP, SMTP, VMS/NVR/PSIM client)  
Metadata (XML, JSON) 

DI / DO 4/2 4/4 
 Number of  

Power Supply 
1 

2 
(Hot Swappable) 

 
Web Interface HTML5 via embedded web server, no plugins necessary 

USB 2.0 √  
 

Number of Fan 2 
3 

(Hot Swappable) 

 
API** RESTful API for 3

rd
 party integration and customization 

microSD Card Slot   
 

Availability √ √ 
 

Diagnostics 
Camera tamper alert 

Loss of video input connection alert 

Power Source DC 12V DC 12V 
 

   
 Intelligent 

Video Analytics 
√ 

ONVIF™  √ 
 

 
   

Audio In / Out** 1/1 

Availability √ √ 
 

 
   

DI / DO** 
2/2 (VBP2000) 
4/4 (VBP3500) 

   
 

 
   

RS-485** 
1(VBP2000) 

2(VBP3500) 

   
 

 
   

Availability √ 
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Refer to the product datasheet for more information. 
Specifications subject to change without prior notice 

Intelligent Video Analytics Server 

VCAserver 

 

 

 

VCA Server is PC based video management software that enables any IP camera (ONVIF compliant) to utilize VCA Technology’s leading edge video analytics engine for a more reliable and 

proactive video surveillance solution. All rule based elements are visible in live view, recording and back up files for easier situational awareness. 

VCA Server detects and records alarm events based on an extensive range of available rules, including loitering, virtual trip wire speed, colour and counting of both vehicles and people. 

[ Event pop-up window due to a VCA event ] [ Event snapshots with time stamps in Live View ] [ 1ChPlayer to play the proprietary file format ] 

¶ Add analytics to any ONVIF compliant IP Camera 

¶ Up to 16 channels 

¶ Real time alarm notification by various methods 

¶ E mapping (up to 32 maps) 

¶ 2 Way Audio 

¶ Forensic search and playback 

¶ Built in VMS 

¶ Add analytics to selective cameras and still view all 

 

¶ HDD Fragmentation technology (decreases storage requirements and enables faster search and playback) 

¶ Remotely configurable 

¶ Proprietary file format and player for full audit trail and protection against image tampering 

¶ Pre and post alarm programmable from 1 minute to 10 minutes 

¶ PTZ Control 

¶ Up to 8 remote viewers 

¶ Variety of camera viewing options 1/3/4/6/8/9/15/16 

¶ Up to 72 DI/DO 
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IPX/IPN Analytics (V1.12+) 

 
No. 

Detection 
zones 

Tamper  
Detect 

Camera 
Shake  

Elimination 

Surveillance 
Tracker 

Presence 
Filter  

Enter/Exit, 
Appear/Disappear + 

Stopped Filters 

Class & speed 
Filters + 

Calibration 

Direction & 
Dwell Filters 

Tailgating 
Filter  

Abandoned 
Object Filter  

On-screen 
Counters 

Object 
Meta 
Data 

People 
Tracker 

Counting 
Line 

Color 
Filter 

PTZ 
Auto-

tracking 

Image 
Stabilization 

Logical 
Rules 

Heat 
map 

Track & 
Event 
DB 

Comment 

Inclusive licenses ς included with hardware 

VCApresIP 40 V 
 

V V            V 
 

  Free with IPX/IPN products.  

Lower cost special function licenses 

VCAcountIP 40 V         V   V   V 
 

  Bi-directional counting in busy areas 

VCAdetectIP 40 V 
 

V V  V V         V 
 

  Outdoor surveillance reduced filter set 

VCAfollowIP 0 
  

V            V V 
 

  Auto tracking – auto lay-on only. Not NVN 

Full licenses 

VCAadvancedIP 40 V 
 

V V V V V V  V V  V   V V 
  Fully featured package for intruder detection 

and counting 

VCAtrackIP 40 V 
 

V V V V V V  V V    V V V 
  Full auto tracking. Auto, manual and VCA lay-

on. Not NVN 

VCAproIP 40 V  V V V V V V  V V V V V  V V V V 
VCAadvanced + additional optimized engine for 
internal applications + color filter+ heatmap + 
Track&Event DB 

 
 

 NVC Analytics  

 
No. 

Detection 
Zones 

Tamper  
Detect 

Camera 
Shake  

Elimination 

Surveillance 
Tracker 

Presence 
Filter  

Enter/Exit 
Appear/Disappear  
+ Stopped Filters 

Class and 
Speed Filters + 

Calibration 

Direction & 
Dwell Filters 

Tailgating 
Filter 

Abandoned 
Object Filter 

On-screen 
Counters 

Object  
Meta 
Data 

People 
Tracker 

Counting 
Line 

Color 
Filter 

PTZ  
Auto-

Tracking 

Image  
Stabilization 

Comment 

Inclusive licenses ς included with hardware 

VCApresIP 40 V V V V             Free with IPE/NVC products 

Lower cost special function licenses 

VCAcountIP 40 V         V   V    Bi-directional counting in busy areas 

VCAdetectIP 40 V V V V  V V          Outdoor surveillance reduced filter set 

VCAfollowIP 0 V V V            V  Auto tracking – auto lay-on only 

Full licenses 

VCAadvancedIP 40 V V V V V V V V V V V  V    Fully Featured package for intruder detection and object counting 

VCAtrackIP 40 V V V V V V V V V V V    V  Full auto tracking. Auto, manual and VCA lay-on 

VCAproIP 40 V V V V V V V V V V V V V V   
VCAadvanced + additional optimized engine for internal applications + 
color filter 

Add-on functions 

STBe                 V Embedded video stabilization 



     

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Europe 
VCA Technology Ltd. 

Trident Court, 1 Oakcroft Road 

Chessington, Surrey 

KT9 1BD, UK 

Tel: +44 -20-3044-2884 

Email: sales_eu@udptechnology.com 

Korea 
UDP Technology Ltd. 

A-410, 583, Yangcheon-ro  

Gangseo-gu, Seoul  

07547, Korea 

Tel: +82 -2-2605-1486 

Email: sales@udptechnology.com 

USA 
VCA, Inc. 

4700 Innovation Drive, Unit B3  

Fort Collins, Colorado 

80525, USA 

Tel: +1 -970-206-0750 

Email: sales_usa@udptechnology.com 

China 
VCA Technology (Wuxi) Ltd. 

3F, Building A10, No.777 Jianzhu Rd. 

Wuxi, Jiangsu 

214062, China 

Tel: +86 -510-85898076 

Email: info@vcatechnology.com 


