Intelligent HD IP Camera Series

IPX5502HD-6415-05

Clear Sight Clearer Insight

Technical Specifications

Full HD 5x PTZ IP Camera

1 Full HD 1080p 30fps

1 5xoptical and 12x digital zoom

9 Compact and Sleek Design

9 Embedded VCA Technology Video Analytics
9 Water Dust Proof (IP66)

9 Pan Speed - Max 360° / sec

I Power over Ethernet Plus (IEEE 802.3at)

Onvird]

Compact, Endless, and Precise Full HD PTZ camera with 5x optical zoom will provide an excellent performance on surveillance with high
quality of image. Experience the satisfaction with new PTZ cameras never seen anywhere before.

A Discreet Surveillance

The compact and sleek design is ideal in any installation
environment enabling tranquil surveillance without drawing
people’s attention. It has less than a quarter the size of the
conventional PTZ cameras and an aesthetic design with the sleek
finish of the ivory color and the clear bubble.

A Easy Installation

The light weight and the simplified cabling make the installation
easy. It has just one fifth the average weight of the conventional
PTZ cameras and operable by PoE+ for reduced cabling work.

A uTrack*

The device is supported in uTrack, which is an autonomous
object tracking solution for perimeter surveillance in an
unmanned, wide area. uTrack consists of a PTZ camera and up to
5 fixed cameras, and IPX5502HD can be used as the PTZ camera.
IPX5502HD never misses even a single object of interest as the
PTZ camera is supposed to track objects of interest by the
tracking priorities (VCA zones and rules) in the uTrack solution.

* Please check the availability with your account manager.

A Object Tracking with Various VCA Presets

User can set various VCA rules (detection behaviors) and zones to
16 different PTZ preset spots. This way, user can maximize the
usage of a single PTZ camera for closer surveillance on various
areas while reducing number of cameras and monitoring agents.
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Clear Sight Clearer Insight

Technical Specifications

CAMERA

Image Sensor
Effective Pixels
Scanning System
AGC Control

Minimum Illumination
Lens

Angle of View

Shutter Time
Day & Night
Wide Dynamic Range

VIDEO

Video Compression

Video Streaming

16:9 mode

Resolutions

4:3 mode

Frame Rate

Image Settings
Image Orientation
Noise Filter
Defogging

Smart Bitrate Control
Exposure Adjustment
White Balance

Back Light
Compensation

Flicker Control
DSS (Sens-up)
Video Stabilization
BLC

Burnt-in Text

AUDIO

Audio Streaming
Audio Compression
Audio Input / Qutput

NETWORK

Ethernet Standard
IP

Protocol

Security

Users

1/3” 1080p CMOS
1920 x 1080
Progressive scanning
Auto

Color: 0.1Lux(30 IRE) /0.01Lux(30IRE , Sens-up)
B/W: 0.1Lux(30IRE) /0.01Lux(30IRE, Sens-up)

3.8mm(w) - 19.2mm(t), F3.5(w) - F3.7(t),
Optical 5x, Digital 12x

Horizontal: Approx. 51.5°(Wide) to 10.4°(Tele)
Vertical: 29.6°(Wide) to 5.9°(Tele)

1/30s to 1/60,000s

Digital Day & Night

Supported

H.264 Baseline, Main, High profile(MPEG-4 Part
10/ AVC), MJPEG(Motion JPEG)

Dual Stream, Configurable streams in H.264, MJPEG
H.264: Controllable frame rate, bandwidth(VBR/CBR)
MJPEG: Controllable frame rate, JPEG quality

1920 x 1080, 1280 x 720, 1120 x 630, 960 x 540, 800
x 450, 640 x 360, 480 x 270, 320 x 180

SXGA(1280x960), XGA(1024x768), SVGA(800x600),
PAL(720x576), NTSC(720x480), VGA(640x480),
QVGA(320x240)

H.264: Max 30fps in all resolution
MJPEG: Max 30fps in all resolution

Configurable brightness, contrast, saturation, sharpness
Flip / Mirror

Supported (0 ~ 3)

Supported

Supported (It works in VBR mode)

+1.0, 0.6, +0.3, 0,-0.3, -0.6, -1.0 EV

ATW / Indoor / Qutdoor / Manual

On(possible to designate zone) / Off

Normal, 50Hz, 60Hz

2X ~ 8X

On(possible to designate zone) / Off
Time stamp and text caption overlay

Two-way
G.711-uLaw
Supported

10/ 100 Base-T

IPv4, IPv6

QoS Layer 3 DiffServ, TCP/IP, UDP/IP, HTTP,
HTTPS, FTP, RTSP, RTCP, RTP/UDP, RTP/TCP,
mDNS, UPnP™, SMTP, DHCP, DNS, DynDNS, NTP,
SNMPv1/v2c/v3(MIB-II), IGMP, ICMP, SSLv2/v3,
TLSv1, SRTP, RTMP

HTTPS(SSL), IP Filtering, Multi-level access with
password protection

Live viewing for up to 10 clients

PTZ
Zoom Ratio

Pan / Tilt Range

Manual Pan/Tilt Speed
Preset Pan/Tilt Speed

Control

Optical 5x; Digital 12x

Pan Range: 360° Endless Rotation
Tilt Range: 90°

Pan : Max 360° /sec, Tilt : Max 90° /sec
Pan : Max 360° /sec, Tilt : Max 90° /sec

255 preset points

INTEGRATION

Application

Programming Interface

ONVIF Compliance

Event Sources

Event Actions

Event Metadata
Streaming (RTSP/RTP)

Software Development Kit(SDK) available

Profile S, Profile G

Sensor(DI); Alarm(DO); Video Motion Detection;
Face Detection; Tamper Detection; Video Content
Analytics(VCA); Network Loss/Detect; Network
Setting Change; Time(Recurrence/Schedule);
Storage Error

File upload: E-mail, FTP

Notification: E-mail, FTP, HTTP, TCP
Trigger-Alarm(DO)

Recording

Event Log Saving

Moving to PTZ preset spot

Video Motion Detection(MD); Video Content
Analytics(VCA)

GENERAL

Material

External I/O Terminals
Language on webpage

Power Source
/ Consumption

Operating conditions

Lowest Temperature
for device’s start-up**

Approvals
IK Rating
Weight

Dimension

Body: Aluminum Die-casting
Clear Bubble: Anti-vandal Polycarbonate bubble;
Ivory

1x Alarm In, 1x Alarm Out
Korean, English, Chinese

DC12V, PoE+(802.3at) / 12W @ DC12V

Humidity up to 85% RH (non-condensing)
[ DC12V/PoE+]-20°C ~ 50°C (-4°F ~ 122°F)

[ DC12V/PoE+] 0°C (32°F)

CE, FCC, KC, IP66
IK10
1kg(2.2lb)

Housing: @125(W) x 116(H)mm (24.9” x 4.6”)
Dome: @77mm (23.0”)

EDGE STORAGE

Storage

Recording Types
Continuous Recording
Event Recording

**The internal heater will operate to boot the device, which approximately takes 1~3 minutes.
***Class 4 or higher SD card recommended for HD recordings.

1x mircoSD/microSDHC memory card slot
(SD/SDHC up to 32GB, card not included)***

Continuous Recording or Event Recording
Instant recording; Search & Download
Search of Event Logs; Playback; Download
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VIDEO ANALYTICS VIDEO ANALYTICS (Optional Features)

VCA Technology’s advanced tracking algorithm with Enter, Exit, Appear, Disappear, Stop, Direction,

Analytics Engine Detection Behavior

rich library of detection behaviors Dwell filter; Tailgating; Color Filter
Detection 40 zones (Multi-segment Polygons and Lines) in total Logical Rules Extends standard rules to allow various
Zones and Rules 60 rules in total oglcatRute combinations of the inputs

Tamper Detection Supported 3D Behavior Perspective Corrected Size and Speed Filters
16 VCA Presets: A VCA rule or rules can be assigned Configured Max./Min. object sizes and Max./Min.

VCA Preset to separate preset position**** Object Classification B
Pl T Traclfs individuals separately among overlapped
multiple people
Counting Line High accuracy people and vehicle counting
Counting 20 counters in total
h
e e Generates counter reports based on the counter
database
Heatmap Report Shows relative crowd density of the 24 hour
pRep period (criterion: midnight)
Meta Data Plain XML Format
Dimensions (Unit: mm)
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****Maximum of 60 zones, 40 rules, 20 count lines between 16 presets.
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Accessories
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Pendant Mount Cap

Model: PMC-5502
Weight: 230g (0.51lb)

Wall Mount Bracket

Model: WMB-3000P
Weight: 430g (0.95lb)

Ceiling Mount Bracket

Model: CMB-3000P
Weight: 437g (1.0lb)

360

(Unit: mm)
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Intelligent HD IP Camera Series

IPX5502HD-6415-05 Clear Sight Clearer Insight

Accessories

(Unit: mm)
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Corner Mount Adaptor Pole Mount Adaptor
Model: CMA-U100 Model: PMA-U100
Weight: 2,283g (5.0lb) Weight: 946g (2.1lb)
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Junction Box Kit
Model: JBK-U100
Weight: 1,011.5g (2.2lb)
Asia-Pacific: Europe, Middle East, Africa: Americas:
UDP Technology Ltd. VCA Technology Ltd. VCA, Inc.
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